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AXCOR WASH 300

 
Congratulations on choosing a Claypaky product! 
We thank you for your custom. 
Please note that this product, as all the others in the rich 
Claypaky range, has been designed and made with total quality 
to ensure excellent performance and best meet your 
expectations and requirements.
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SAFETY INFORMATION
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SAFETY INFORMATION 
IMPORTANT: Claypaky recommends you carefully read and keep the safety information on this product, also 
available in digital format at the following link: 
www.claypaky.com  
Ref: [FIS01A – Safety Information Axcor 300 series] 
 
 
INFORMAZIONI DI SICUREZZA 
IMPORTANTE: Claypaky raccomanda di leggere accuratamente e conservare le informazioni di sicurezza relative 
a questo prodotto, sempre reperibili in versione digitale al seguente link: 
www.claypaky.com 
Rif: [FIS01A – Safety Information Axcor 300 series] 
 
 
INFORMATIONEN ZUR SICHERHEIT 
WICHTIG: Claypaky empfiehlt, die Sicherheitsinformationen bezüglich dieses Produkts genau zu lesen und 
aufzubewahren. Sie sind in Digitalversion immer unter folgendem Link auffindbar: 
www.claypaky.com 
Ref: [FIS01A – Safety Information Axcor 300 series] 
 
 
INFORMACIONES DE SEGURIDAD 
IMPORTANTE: Claypaky recomienda leer detenidamente y conservar la información de seguridad relativa a este 
producto. Además, está disponible una versión digital de la misma en el siguiente enlace: 
www.claypaky.com 
Ref: [FIS01A – Safety Information Axcor 300 series] 
 
 
CONSIGNES DE SÉCURITÉ 
IMPORTANT: Claypaky recommande de lire attentivement et de conserver les informations de sécurité relatives à 
ce produit, disponibles en version digitale au lien suivant: 
www.claypaky.com 
Réf. : [FIS01A – Safety Information Axcor 300 series] 
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UNPACKING AND PREPARATION
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PAN Mechanism Lock and Release (every 90°) - Fig. 2 
 
TILT Mechanism Lock and Release (every 45°) - Fig. 3
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Packing contents  - Fig. 1
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INSTALLATION AND START-UP

Connecting and disconnecting power cable  - Fig. 5

Installing the projector  - Fig. 4 
The projector can be installed on the floor resting on special rubber feet, on a truss or on the ceiling or wall.  
WARNING: with the exception of when the projector is positioned on the floor, the safety cable must be fitted. (Cod. 105041/003 availabl e on request).  
This must be securely fixed to the support structure of the projector and then connected to the fixing point at the centre of t he base.

WARNING: light collimation system 
This product contains internal light collimation system.  
Avoid intense light from any angle. 


















